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ωImproved bottom tracking at high 
speeds  

ωEnhanced deep water (>1000 feet) 
depth tracking 

ωShortened lock on time for trolling 
motor mounted transducers 

ωBetter jig tracking 

ωUsers may notice a need to adjust 
auto-sensitivity settings following this 
upgrade to optimize returns 

Sonar 
performance 



ωLowrance/Navionics Chart 
Toggle now available under 
Chart Options 

ω{ƻŦǘ ƪŜȅ ŀŎŎŜǎǎƛōƭŜ ŦǊƻƳ уέ 
ŀƴŘ млέ ǳƴƛǘǎ 

Quick Access 
Chart Selection 



ωDistance measurement between vessel 
and active cursor now updates correctly 
as vessel moves 

ωAdded extended range for altitude 
overlays greater than 9999 feet 

ωCorrected issue with data overlays not 
being retained after power cycle 

Improvements 



ωGPX File Export 
ω Improved ability to export large GPX files 

ω3rd party autopilot 
ωAmended latitude/longitude output format on NMEA bus 

allowing improved operation with third party autopilots 

ωEP-60R fuel flow sensor 
ωImproved fuel flow calibration calculation for greater accuracy 

when operating in metric units 

Improvements 



ωDisplay/Hide Points of Interest 
supplied by Navionics User 
Community 

ωNavionics must be active to enable 
this feature 

ωCommunity Layer information 
available from Navionics via 
download to compatible Navionics 
mapping cards  

Navionics 
Community 
Layer Support 

Enable Community Layer 



Navionics Community Layer Examples 



ωDisplays chart items using 
Cyrillic, Chinese and other 
Asian characters 

ωCompatible with Lowrance 
and Navionics cartography 
where applicable 

 

Foreign 
Language  
Charting 



ωAdded Clear Key to 
Waypoint Editing Screen 

ωvǳƛŎƪ !ŎŎŜǎǎ YŜȅ ƻƴ уέ 
ŀƴŘ млέ ǳƴƛǘǎ 

ω{ŎǊƻƭƭ ǘƻ ŎƭŜŀǊ ƻƴ рέ ŀƴŘ тέ 
units 

Ease of 
Use 



Previous Software Release Features 

ÅHDS 4.1 includes improvements of previous 
software releases. 

ÅThe following pages are the release notes 
that accompanied previous HDS software 
releases  



HDS 4.0 Patch Improvements (4.0.36.59) 

ωCorrected issue with Weather Watchbox not 
scrolling 

ωCorrected issue with Watchbox Alarms 
causing unit reboot under when in non-chart 
mode 

ωStructureScan range no longer restricted in 
Shallow Water mode 

ωStructureScan image restores properly after 
use of Zoom feature 

ωTimes for Tides & Currents corrected 

ωEarly production 5x units now upgradeable 

Improvements 
from April  

release 

FIRST AVAILABLE JUNE  2011 



HDS 4.0 

ωPerformance 

ωEase of Use 

ωSonar 

ωNavionics 

ωMisc Fixes 
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Summary 

 FIRST AVAILABLE APRIL 2011 



HDS 4.0 Provides User Noticeable 
Performance Improvements 

ÅFaster boot time 

ÅImproved key response 

ÅCharting speed improvements 

ïInsight and Navionics 
ÅRedraw 

ÅPanning 

ÅZooming 

ÅRotating 

Å{ȅǎǘŜƳ {ǘŀōƛƭƛǘȅ ŀƴŘ άCǊŜŜȊŜέ tǊŜǾŜƴǘƛƻƴ 



Ease of Use: Quick Access Keys HDS-8 and HDS-10 

Users can program up to 6 of their favorite screens 



9ŀǎŜ ƻŦ ¦ǎŜΥ о tŀƴŜƭ {ǘǊǳŎǘǳǊŜ hǇǘƛƻƴǎ ƻƴ рέ ŀƴŘ тέ 

New Blue Color 
Palette 

5ò and 7ò units now include new 

selections to allow display of 

chart or traditional sonar with 

down scan and side scan 

images. 



Ease of Use: Chart selection with card insertion 

When chart card is inserted, HDS will review current chart 

mode and ask user to switch if required to view the chart 


